
All-India Institute of Medical Sciences 

Ansari Nagar, New Delhi-29 
(RESEARCH SECTION) 

 

Ref. No. 57/Stores/NMR/NRJ /2017-18/RS 

Dated: 26.02.2018 

 

Subject: Purchase of MR Compatible Biopsy Accessories, for the Deptt. of N.R. 

Jagannathan, AIIMS, New Delhi-29 on proprietary basis- Inviting comments thereon. 

 

***** 

 

The request has been received from Dr. N.R. Jagannathan, Deptt. of N.M.R., AIIMS to 

purchase the subject item from M/s Philips India Limited  on proprietary basis. The proposal 

submitted by M/s Philips India Limited and Performa Invoice and Departmental PAC 

certifications are attached.  

The above documents are being uploaded for open information to submit objections, 

comments, if any, from any manufacturer regarding proprietary nature of the equipment/item 

within issue of 15 days giving reference No. 57/Stores/NMR/NRJ/2017-18/RS. The comments 

should be received by office of Stores Officer (RS), Research Section at AIIMS on or before       

12/03/2018 upto 12:00 p.m., failing which it will be presumed that any other vendor is having 

no comment to offer and case will be decided on merits. 

 

 

 

STORES OFFICER (RS) 

 

Encl: Related documents enclosed. 

1. Departmental PAC Certificate enclosed. 

2. Performa Invoice 

  



Items required: 

1. Fully Automatic Biopsy Gun 150mm with 18G needle (Quantity required: Approx. 15) 
a. MR compatible automatic prostate biopsy 18 SWG needle with a length of 150 mm and 
should be compatible with the existing Dynacad Prostate unit attached with Achieva 3.0 T MR 
scanner 
b. The needle should be compatible and certified for use in 3 Tesla MR scanner 
c. All parts of the biopsy gun should be MR compatible 
d. The unit should not produce any artifacts on MR images 
e. The needle retraction (with the biopsy tissue) should not cause any harm to the surrounding 
tissue. 

2. Fully Automatic Biopsy Gun 175mm with 18G needle (Quantity required: Approx. 5) 
a. MR compatible automatic prostate biopsy 18 SWG needle with a length of 175 mm and 
should be compatible with the existing Dynacad Prostate unit attached with Achieva 3.0 T MR 
scanner 
b. The needle should be compatible and certified for use in 3 Tesla MR scanner 
c. All parts of the biopsy gun should be MR compatible 
d. The unit should not produce any artifacts on MR images 
e. The needle retraction (with the biopsy tissue) should not cause any harm to the surrounding 
tissue. 

3. Prostate Needle Guide for 18G Needles (Quantity required: Approx. 20) 
a. MR compatible prostate needle guide for 18 SWG biopsy needles and should be compatible 
with the existing Dynacad Prostate unit attached with Achieva 3.0 T MR scanner 
b. The needle should be compatible and certified for use in 3 Tesla MR scanner 
c. All parts of the Prostate Needle Guide should be MR compatible 
d. The unit should not produce any artifacts on MR images 
e. The needle guide should not cause any discomfort to the patient 
f. The needle guide should guide the biopsy needle with precision as required by DynaCad 
Prostate biopsy unit 

 





 


